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G. D. Skotis,‡a D. R. S. Cumming,‡a J. N. Roberts,‡b M. O. Riehle‡b
and A. L. Bernassau‡*a
Advances in diagnostics, cell and stem cell technologies drive the development of application-specific tools
for cell and particle separation. Acoustic micro-particle separation offers a promising avenue for high-
throughput, label-free, high recovery, cell and particle separation and isolation in regenerative medicine.
Here, we demonstrate a novel approach utilizing a dynamic acoustic field that is capable of separating an
arbitrary size range of cells. We first demonstrate the method for the separation of particles with different
diameters between 6 and 45 μm and secondly particles of different densities in a heterogeneous medium.
The dynamic acoustic field is then used to separate dorsal root ganglion cells. The shearless, label-free and
low damage characteristics make this method of manipulation particularly suited for biological applications.
Advantages of using a dynamic acoustic field for the separation of cells include its inherent safety and
biocompatibility, the possibility to operate over large distances (centimetres), high purity (ratio of particle
population, up to 100%), and high efficiency (ratio of separated particles over total number of particles to
separate, up to 100%).Introduction
Separating and sorting cells and micro-organisms from a
heterogeneous mixture is a fundamental step in basic
biological,1 chemical and clinical studies,2 enabling regenera-
tive medicine, stem cell research, clinical sample preparation,
and improved food safety.3 Biological cell separation needs to
enrich a target cell population whilst minimising the pres-
ence of unwanted cells or contaminants. At present, the stan-
dard systems for cell separation are fluorescently activated
cell sorters (FACS) and sedimentation.4 FACS requires fluo-
rescent labelling, making it complex and expensive, whereas
sedimentation has a low ratio of recovery leading to loss of
material. As a consequence, there is a considerable demand
for the discovery of alternative methods. Microfluidic systems,5–7
e.g. deterministic sorting,8 inertial microfluidics,9 dielectrophoretic,10
and ultrasonic devices,11–15 present viable routes to superiortechnologies for cell sorting. Techniques utilising ultrasonics
are particularly valuable because of the potential for efficient
sorting of relatively large microfluidic volumes in a robust,
harmless and scalable technology.
Ultrasonic forces are non-invasive and can effectively
manipulate cells for applications such as medium exchange,16
sample concentration,17–19 sorting,15,20 enhanced bio-detection
and immuno-assays. Achieving cell separation21 utilizing ultra-
sonic manipulation by frequency sweeping11,22 has been previ-
ously demonstrated; however, this method has several critical
disadvantages. Firstly, unstable forces are generated which
leads to differences in the movement of individual trapped
particles of the same size or property.23,24 Secondly, this
method exclusively allows small particle displacement, which
in turn limits sorting efficiency. Thirdly, frequency sweep
sorting inherently lacks flexibility because the frequencies that
can be used are limited by the types and dimensions of the
transducers. Finally, the dimensional properties of the whole
resonator may pose some constraints on the frequency regime.
An alternative to manipulating acoustic frequency is to
control the signal phase; it has been demonstrated that
shifting the phase of acoustic travelling waves can be used to
control the position of micro-particles suspended in an aque-
ous medium.25 When two opposing transducers are excited, a
linear interference pattern of nodes and antinodes is formed
in the interstitial media. The micro-particles are trapped at
the minima of the potential acoustic energy density.26
Electronically shifting the excitation phase of one of theLab Chip
Fig. 1 The effect of the applied phase shift on large and small
particles. The large particles move with greater velocity than small
particles, thus when the phase shift reaches the rest period at 360° the
large particles continue forward and reach the next acoustic node and
are trapped. However, the small, light particles relax back to the initial
node.
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View Article Onlinetransducers, with respect to the other, proportionally trans-
lates the linear interference pattern in the direction of the
added phase delay. The shift of the node position translates
to a change in the position of the trapped micro-particles.27,28
The new technique devised utilizes a dynamic acoustic
field (DAF) with a time-varying phase delay between two
opposing travelling waves that results in the separation of
particles or cells over large distances (of the order of
centimetres). The method shows a high degree of separation
selectivity and throughput, making it suitable for applica-
tions such as cell sorting. The forces generated by this
method are very stable,23 allowing better spatial separation
(improved control and manipulation) of particles and cells to
be achieved and maintained compared to results realized
using frequency sweeping. This ultimately results in separa-
tion of sub-populations in the sample volume with much
higher purity.
In this paper, we demonstrate that the flow-less DAF
method can be used to separate particles within a sample vol-
ume depending on their size or density. We also study the
discriminative ability of the method for particles of different
sizes or densities. The application of DAF to primary pig dor-
sal root ganglion neurons as a contact-less means of separat-
ing these neurons from debris and smaller cells, which
results from tissue digestion, is demonstrated.
Experimental results and discussion
Initial experiments were conducted with synthetic particles of
various sizes and densities in order to demonstrate the feasi-
bility of the approach. Previous studies have found that these
particles are a reasonable surrogate for biological cells.29
Once DAF had been successfully used to discriminate within
heterogeneous mixture particles by their sizes and densities
in multiple cycles, we progressed to show the capacity of DAF
to isolate dorsal root ganglion cells from a mixture of cells
and debris as it develops during tissue digestion.Fig. 2 Particle behaviour under the dynamic acoustic field predicted
by the simulation. Under the influence of the phase shift during tramp,
the larger (10 μm particle size; in green) and smaller particles (6 μm
particle size; in red) separate over time (5 s). The smaller particles are
submitted to a smaller acoustic force and thus cannot follow the
phase shift, whereas the large particles are moved and slip to the
position of the next node (Ni+1) during tramp. During trest, the larger
particles stabilize on the next nodes (Ni+1), whilst the smaller particles
move back to their initial position (Ni) and the process can be repeated
indefinitely, shifting the larger particles continuously further to the
right. The fine vertical lines represent the nodes at t.Principle of operation
The time variant primary acoustic force combined with the
viscous force enables one to discriminate particles according
to their physico-mechanical properties (size and density). The
acoustic force Fa, eqn (4), is dependent on the particle radius
and particle density. Smaller or less dense particles and cells
experience a lower acoustic force Fa, with respect to larger or
denser particles and cells; therefore, particles and cells of dif-
ferent sizes and different densities will separate. This out-
lines the fundamental concept utilising the DAF method.
The technique relies on a repeated cycling pattern of the
phase difference between two excited transducers from 0°
to 360°. Within each cycle, the phase is swept completely
through 360° over a time tramp and then allowed to rest for a
period trest before commencing the next cycle. The interplay
between the rate at which the phase is swept and the length
of the rest time is at the core of the separation technique.Lab ChipDuring tramp, under the correct conditions, the particles of
interest experience a strong acoustic force compared to the
viscous force.
For a system with particles trapped in one of many nodes,
N, the particles of interest closely follow the node that traps
them and travel from the initial position of the node Ni to
the initial position of the next node Ni+1 (Fig. 2 and 3). This
controlled manipulation occurs since a phase shift of 360°
moves each node exactly one integer node position, a dis-
tance Λ (Fig. 1). If at the end of the tramp period, the smaller
particles have not travelled more than halfway (Fig. 2 and 3)
from their initial position of Ni to the next node position Ni+1,
they will relax to their starting position during trest,
whereas the particles of interest, which have travelled past
the midpoint Ni and Ni+1, will relax towards the next node
position Ni+1.
The interplay between acoustic force and viscous drag
force is at the heart of the discriminating ability of the DAF
method with trest serving as an equilibrating interval, during
which particles settle at their nearest nodes before the nextThis journal is © The Royal Society of Chemistry 2014
Fig. 3 Schematic of the experimental setup, with a signal generator
(left) driving two opposing ultrasonic transducers (TDX), with a
programmable phase shift. The signal was amplified by 10× by two
purpose built amplifiers. The octagon well with the transducers was
placed on a light microscope for observation.
Lab on a Chip Paper
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View Article Onlinecycle begins. Assuming the length of tramp has been selected
correctly, the best choice of trest to achieve cell or particle dis-
crimination depends on the balance between the acoustic
force, Fa, eqn (4), and the viscous force, Fv, eqn (6). trest and
tramp were measured for different sizes of particles, by apply-
ing a step change of 180° in phase to one of the trans-
ducers.25 In water, polystyrene particles of 6, 10 and 45 μm
diameters, respectively, require a time delay of 5, 2 and 0.5 s,
respectively, to reach their equilibrium positions. This serves
as the basis to establish the timescale for trest and tramp
required to discriminate between particles during the experi-
ments. The DAF method can then be optimized to achieve
the optimum separation performance in specific applica-
tions. These optimum values of tramp and trest are dependent
on the viscosity of the medium, as well as the density and
size of the particles.
Acoustic separation simulation
The mechanism of particle separation was studied by using a
numerical model to predict the particle behaviour under a
dynamic acoustic field. The code was developed in Visual Basic
from scratch. We modelled particle behaviour under different
dynamic acoustic fields, particle properties (size and density),
liquid viscosity and flow. The program sums the forces acting
on the particles taking into account the primary acoustic force
Fa, eqn (4), and the viscous force Fv, eqn (6), as a function
of time.
The equation of motion of a particle labelled by its posi-
tion rĲt) is given by:

 

  
2
2
r
t
v
t
F r v t
m
a r v ttot ( , , ) ( , , ) (1)
Ftot is the sum of Fa and Fv, m is the mass of the particle,
and a is the acceleration as a function of particle position r
and the relative particle velocity v at time t.
These equations of motion are integrated step by step
using the Verlet algorithm,30,31 eqn (2) and (3), to produce
the movement of the particles.
r(t + Δt) = 2r(t) − r(t − Δt) + a(t)Δt2 (2)
v t
r t t r t t
t
        2 (3)This journal is © The Royal Society of Chemistry 2014where r is the particle position, v is its velocity and Δt is the
integration time step.
The computer program can simulate the movement of P
particles among several types of particles differing in their
radius and density. Fig. 2 denotes the predicted particle sepa-
ration of two classes of particles differing in size. The ratio
between tramp and trest is 1, with a tramp = trest = 5 s. As pre-
dicted, large and small particles are separated.
Acoustic separation by particle size
To investigate the potential of this method to discriminate
particles by size, sets of polystyrene particles (Polysciences
Europe, Germany) with varying diameters, (a) 10 and 45 μm
and (b) 6 and 10 μm, were subjected to a dynamic acoustic
field.
The transducers were excited at a frequency of 4.00 MHz
with an amplitude of 8 Vpp. At this frequency, the wavelength
of the sound waves in water is λ = 370 μm (the velocity of
sound velocity in water is 1480 m s−1).32 A schematic of the
experimental setup is shown in Fig. 3. The particles agglom-
erate at the nodes with a separation of λ/2 = Λ = 185 μm.33,34
To estimate the order of magnitude of the acoustic pressure
experienced by the particles of different diameters (6, 10, and
45 μm), we recorded the time taken for the particles to
agglomerate at the nodes starting from a randomly distrib-
uted motion state. These experiments were repeated 5 times
at 5 different locations within the device using time-lapse
microscopy. The viscous force, Fv, derived from the dimen-
sions and densities of the particles as well as the viscosity of
the medium (eqn (6)), allows the acoustic pressure amplitude
acting on the particles to be calculated. The acoustic pressure
was found to be 91 ± 7 kPa, 62 ± 4 kPa and 48 ± 2 kPa for 6,
10 and 45 μm diameter particles, respectively.
The separation experiments were conducted using two
mixtures of particles, each at a particle density of 4.99 × 105
particles mL−1. Mixture A contained 10 and 45 μm diameter
particles at a ratio of 1 : 100. Mixture B contained 6 and 10 μm
diameter particles at a ratio of 1 : 100. At these concentra-
tions, no aggregation of particles was observed. As predicted,
the time variant acoustic field was able to manipulate and, at
the same time, separate particles according to their size
(Fig. 4). Fig. 4a shows the expected behaviour of the large
and small particles over time (black = t0, purple = t1, red = t2,
yellow = t3) in relation to the initial position of the nodes
(indicated by Ni and Ni+1) and antinodes (indicated by Ni+1/2)
of the acoustic landscape. During tramp, the large particles,
experiencing larger acoustic force, follow the moving node
and thus can be moved from Ni to Ni+1. At the same time,
smaller particles, experiencing a smaller acoustic force, can-
not follow the moving node and thus move over a smaller
distance. During trest, the smaller particles return to their ini-
tial position Ni, while the larger particles settle at the next
node Ni+1. Fig. 4b shows particle traces as a function of time
(71 frames covering 36 s). In this case, the 45 μm diameter
particles follow the shifted acoustic field (moving towards the
right-hand side), while the 10 μm diameter particles stayLab Chip
Fig. 4 Position of the particles as a function of time (represented by
colour). (a) A schematic illustration that shows 4 positions of large and
small particles. Larger particles, experiencing larger acoustic force, are
transported to the next node Ni+1 at x2, whereas smaller particles,
experiencing smaller acoustic force, return to Ni at x0. (b) Experimental
data of the 45–10 μm particle mixtures under the dynamic acoustic
field (71 frames covering 36 s). The longer trails show the distance
traversed by 45 μm diameter particles, whereas the short trails
illustrate how 10 μm diameter particles do not traverse the space (see
video in the ESI†).
Fig. 5 Graphs showing (a) the particle density aligned at the nodes
and (b) the average particle displacement with time. The large
particles, experiencing larger acoustic force, move during tramp (8 s)
and stabilise during trest (4 s) at the next node resulting in an overall
displacement over time. Simultaneously, the small particles,
experiencing lower acoustic force, move only slightly, returning to
their initial node position during trest. The arrows indicate the relaxing
movement during trest. Experiments were repeated 10 times.
Lab on a ChipPaper
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 0
4 
D
ec
em
be
r 2
01
4.
 D
ow
nl
oa
de
d 
on
 1
2/
12
/2
01
4 
16
:3
7:
28
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n 
3.
0 
U
np
or
te
d 
Li
ce
nc
e.
View Article Onlineclose to the position of the original node. The time between
frames was 0.5 s. The average movement of small and large
particles was 3 ± 1 μm s−1 and 30 ± 1 μm s−1, respectively,
during tramp.
A series of time-lapse images were recorded at regular
intervals during separation to produce particle traces. The
image stack was then analysed using FIJI35 and the particle
positions were extracted. The resulting data (x, y, particle
area) was used to calculate the efficiency (eqn (7)) and
purity (eqn (8)) of separation for each experiment by com-
puting the particle density projected along the node lines
and analysing the time variation of this density. Fig. 5a
shows the initial position for 10 and 45 μm diameter parti-
cles for seven consecutive nodes. Fig. 5b shows the average
displacement of the particles for five cycles of continuous
phase shift including the rest period. It can be seen that
the large particles successively travel during tramp and sta-
bilise during trest at the next node resulting in an overall
displacement over time. Simultaneously, the small particles
move only slightly, therefore not crossing the midpoint ofLab Chipthe nodes, and then return to their initial node position
during trest.
Separation efficiency was simulated using the DAF model
outlined above with the same parameters as the experiments.
Table 1(a) shows the simulation results. The regions coloured
red represent the parameters that did not show particle
separation, whereas the particles were successfully separated
in the blue region. Table 1(b) shows the experimental results
conducted replicating the simulation parameters. The blue
regions represent those parameters where >91% separation
was achieved and the red regions represent the parameters
where <80% separation was achieved. The yellow regions
show those parameters where the separation was 80–90%
successful. Comparing computational and experimental
results, it can be seen that there is a good match between the
simulation and the experimental data.
It can be observed that separation performance improves
with tramp and trest until it reaches a maximum. This indi-
cates that the acoustic forces that the shifting nodes exert on
the particles of interest need a minimum time to overcome
inertia and viscous force in order to move the particles from
the node Ni to the next node Ni+1. tramp is the critical parame-
ter, since it has the greatest effect on the separation result.This journal is © The Royal Society of Chemistry 2014
Table 1 (a) Simulation and (b) experimental results for the separation performance, depending the ramp and rest time. Parameters suitable for separa-
tion (>0.91 purity) are indicated by a blue shade, and those that are unsuitable are shown in red (purity <80%). Intermediate values are in yellow (purity
between 80 and 90%)
Fig. 6 (a) Particle traces as a function of time and (b) graph showing
the average particle displacement with time. The arrow shows the rest
period. The 10 μm particles, experiencing larger acoustic force, move
during tramp (15 s) and stabilise during trest (15 s) at the next node
resulting in an overall displacement over time. Simultaneously, the
small particles, experiencing lower acoustic force, move only slightly,
returning to their initial node position during trest. The arrows indicate
the relaxing movement during trest. Experiments were repeated 5 times.
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View Article OnlineThe value of trest is less influential on the separation of the
entities.
When suitable parameters are selected, the separation
process reaches its best experimental performance: with the
separation ratio achieving ~100% purity and efficiency when
trest = 4 s and tramp = 8 s.
The simulation and experiment were replicated using 6
and 10 μm diameter particles. For these particles, it was
found that ~97% of particles separate, with an efficiency and
a purity of ~97%. These results were achieved with a value of
tramp = 15 s and trest = 15 s. Fig. 6 shows the particle traces as
a function of time for 6 and 10 μm diameter particle mixtures
(71 frames covering 142 s) under these conditions. The 10 μm
diameter particles move from node to node (moving towards
the right-hand side), while the smaller particles (6 μm in diameter)
remain close to their initial position of the original node.
The average movement of the 6 and 10 μm diameter particles
was calculated as 2 ± 1 μm s−1 and 10 ± 1 μm s−1, respectively,
during tramp.
These above experiments were performed using the
smallest gap in size of commercially available particles (10 ±
1 μm and 6 ± 0.6 μm; Polysciences Europe, Germany). There-
fore, an experimentally accessible discrimination capability
of the acoustic separation device is ±2 μm difference of
particle diameter.
Acoustic separation by particle density
In this section, particles of the same diameter but of different
densities are separated. The acoustic forces are not solely
based on particle size but also depend on density (or particle
mass), eqn (5). We tested the separation performance
against particle density by using 10 μm diameter polystyrene
particles and iron-oxide filled particles with a density of
ρ = 1.05 g cm−3 and ρ = 1.41 g cm−3, respectively. The ratio
of the concentration of iron-oxide filled and polystyrene parti-
cles was 1 : 100.This journal is © The Royal Society of Chemistry 2014As for previous experiments, Fig. 7 shows particle traces
as a function of time for 10 μm diameter iron-oxide filled
and polystyrene particle mixtures using DAF (140 framesLab Chip
Fig. 7 (a) Particle traces as a function of time and (b) graph showing
the average particle displacement with time. The iron-oxide filled parti-
cles, denser and experiencing larger acoustic force, move during tramp
(14 s) and stabilise during trest (14 s) at the next node resulting in an
overall displacement over time. Simultaneously, the polystyrene parti-
cles, less dense and experiencing lower acoustic force, move only
slightly, returning to their initial node position during trest. The arrows
indicate the relaxing movement during trest. Experiments were repeated
5 times.
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View Article Onlinecovering 140 s). It can be seen that the denser particles
(iron-oxide filled) are significantly affected by the DAF and
continuously travel from left to right, whilst the less dense
particles (polystyrene) have a more restricted range of move-
ment close to their starting positions. With these particles, a
separation performance of ~99% has been recorded, with an
efficiency of ~100% and a purity of ~98% for tramp = 14 s and
trest = 14 s. The average movement of the polystyrene and
iron-oxide filled particles was calculated as 3 ± 1 μm s−1 and
15 ± 1 μm s−1, respectively, during tramp.
The less dense particles (polystyrene) experience smaller
acoustic force (eqn (4) and (5)) and thus cannot follow the
DAF, while the denser particles (iron-oxide filled) track the
movement of the dynamic acoustic field. Thus, particles of
the same diameter but different densities can be sorted with
the DAF method.Fig. 8 Debris (arrows) and a single DRG neuron (arrowhead) in the
presence of acoustic standing waves. The cells and debris agglomerate
in the nodal line of the acoustic landscape. Scale bar = 185 μm.Acoustic separation of dorsal root ganglion (DRG) cells from
a heterogeneous medium
As mentioned, particles used in our previous experiments
are a reasonable surrogate for biological cells.29 Since theLab Chipacoustic force is proportional to the particle volume, the poly-
styrene particles are thus likely to experience forces of the
same order of magnitude as the cells. At higher intensities,
ultrasound can create physiological effects; however, several
studies have investigated viability and gene expression at
intensities sufficient for manipulation in the MHz range and
found no observable detrimental effect on cell viability over
extended periods of exposure.36–39
To assess a potential practical application, we applied
the dynamic acoustic field to separate porcine dorsal root
ganglion (DRG) neurons from a freshly isolated mixture
containing myelin debris and other non-neuronal cells. The
neurons would normally be separated based on their hydro-
dynamic state using centrifugation across a Ficoll gradient.40
The DRG neurons have an average size from 17 to 145 μm,
while the myelin debris has a size of approximately from 10
to 15 μm.
Fig. 8 shows debris (~26 μm) and a single DRG neuron
(~85 μm) in the presence of an acoustic standing wave. These
entities aligned themselves in vertical lines, agglomerating
at the nodes of the acoustic field.41 A dynamic acoustic field
was then applied (using a tramp and trest of 5 s), and the
resulting time-lapse overlay is represented in Fig. 9a. The
static material does not produce a trace, whereas the material
that has been displaced shows a trace that moves from left to
right. The DRG cell follows the shifted acoustic field (moving
towards the right-hand side), while the debris exhibits mini-
mal displacement of the original node. The time between
frames was 0.5 s. The average movement of the DRG cell
was calculated to be 18.5 ± 1 μm s−1 during tramp. Fig. 9b
shows the displacement of the DRG over time.
In these experiments, the DRG cells exhibit similar
behaviour to the particles in the previous experiments.
Only the large DRG neurons are differentially shifted to the
right, while smaller cells and debris remain in their origi-
nal node.This journal is © The Royal Society of Chemistry 2014
Fig. 9 (a) Cell traces as a function of time and (b) graph showing the
average cell displacement with time. The DRG cell, experiencing larger
acoustic force, moves during tramp (5 s) and stabilises during trest (5 s) at
the next node resulting in an overall displacement over time.
Simultaneously, the debris exhibit minimal displacement of the original
node. The arrows indicate the relaxing movement during trest. The
distance between nodes was 185 μm. Experiments were repeated 4 times.
Lab on a Chip Paper
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View Article OnlineConclusion
We have demonstrated a new technique using a dynamic acoustic
field to separate particulate materials on the basis of size and
density. Separation occurs as long as the balance of the acoustic
forces and the viscous force is differentiated between particle
types. Since the acoustic forces are a function of size and density
of the particles, many types of particles or cells can be separated.
A detailed evaluation has been carried out using polystyrene and
iron-oxide filled particles, prior to applying the technique to
the separation and purification of recovered dorsal root
ganglion cells from the myelin cells. The advantages of DAF
for the separation of particles include its inherent safety and
biocompatibility, the possibility of operating over large distances
(centimetres), the high purity (ratio of particle populations)
that can be achieved that is up to 100% and the high effi-
ciency (ratio of separated particles over total number of parti-
cles of the same type in the sample) that can be up to 100%.
Methods
Acoustic radiation force
The primary acoustic force Fa, eqn (4), and viscous force Fv,
eqn (6), to which the particles are submitted at time t are
given by eqn (4) to (6):This journal is © The Royal Society of Chemistry 2014F p V kxa c w 
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Fv = −6πηRv (6)
where p0 is the acoustic pressure amplitude, Vc is the volume
of the particle, λ is the wavelength, k is the wave number that
is equal to 2π/λ, x is the distance from a pressure node, ρc
and ρw are the densities of the particle and the fluid, respec-
tively, βc and βw are the compressibility of the particle and
the fluid, respectively, η is the medium viscosity, R is the par-
ticle radius, and ν is the relative velocity.
The acoustic contrast factor, eqn (5), represented by ϕ in
eqn (4), depends on both the particle density (ρc) and its
compressibility (βc) in relation to the corresponding proper-
ties of the surrounding medium (ρw, βw). The equation of the
primary radiation force, Fa, eqn (4), states that the acoustic
force applied on the particles is proportional to the acoustic
pressure amplitude (ρ0) squared and to the volume of the
particles (Vc). The acoustic dynamic field takes advantage of
the size dependency of the mechano-physical properties of
the micro-entities being sorting, that scales with particle vol-
ume, inducing a primary force which is strongly dependent
on particle size (r3) and medium viscosity.
Acoustic device
The acoustic device, described elsewhere,25 has been used to
demonstrate how the dynamic acoustic field technology can
be applied to particle sorting. In this paper, only two opposite
transducers were used. The pair of transducer was synchronised
using an arbitrary waveform generator (TGA12104, Thurlby
Thandar Instruments, UK) allowing independent control of
the amplitude, phase and frequency of each channel. The
waveform generator was controlled by a general purpose
interface bus (GPIB) utilizing a script written in Labview
(National Instruments, USA). The signals, created by the
waveform generator, were amplified and matched by high-
speed buffers (AD811 Analog Devices USA; BUF634T, Texas
Instruments, USA), before being fed to the transducers via
length matched coax cables.
Furthermore, an agar layer was introduced into the device
to minimize the streaming42 and maximize the precision in
control of the particle movement.
Separation performance
We studied the separation performance in terms of purity
and efficiency depending on the ramping time and the rest-
ing time of the phase. Separation purity and separation effi-
ciency are two figures of merit that can used to assess separa-
tion performance. The separation purity and efficiency can
be expressed as:Lab Chip
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View Article OnlineEfficiency Target cells in desired area
Total target cells 

in sample
%100 (7)
Purity Target cells in desired area
Total cells in desired 

area
%100 (8)
The demonstrated results in Table 1 were calculated using
the following formula which is the average of purity and effi-
ciency as described above:
Final grade Efficiency Purity 
2
(9)
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